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Hanging windsock complete with stainless steel ring 
and three-point suspension.

Available with red and white stripes or in orange.

Pole suggestions or suspension variants are shown on 
the back. All parts are made of hot-dip galvanized or 
stainless steel. Wall brackets or a ground sleeve are 
available for mounting the pole.

Depending on the version, the wind pole can be 
retrofi tted with a lighting for the windsock and/or an 
obstruction light. 

Windsock
Type 490

Execution and Accessory 

Accessory  Pole for wall mounting    
 Pole for fl oor mounting   
 Windsock illumination   
 Obstruction light     
 Tilt device for pole (winch)

Specifi cations

Material Polyester fabric

Suspension Three-point suspension (80cm) with
 bolted chain link

Colors orange or with red & white stripes

Dimensions Diameter  Length
 30cm  1.2m
 45cm  1.8m
 60cm  2.4m
 80cm  3.2m
 100cm  3.5m

Monting with rope suspension for   
 rotating arm

Order Information

Order number 490a-cc

Execution (a) A 30cm
 B 45cm
 C 60cm
 D 80cm
 E 100cm

Color (cc) OR orange
 RW red & white stripes



Signalling and alarm lights

Special lights for aviation and navigation

Tunnel safety lights

Hugentobler Spezialleuchten AG
Brunnenwiesenstrasse  14
CH - 8570  Weinfelden    
Tel. +41 71 626 20 40
info@spezialleuchten.ch
www.spezialleuchten.ch  

Version with rotating arm Pole for fl oor mounting, including 
windsock illumination 

500 mm

1"G Gewinde

Beton


